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Technical specifications Field Target Airgun LG300 Dominator
Caliber: .in (.177)
Dimensions (L/H(W): .in (40,16/8,7/2) depends to the adjustment

of the Stock without Scope
Sight: .in 0.433 dove tail for Scope
Barrel length: .in 19.29
Total weight: oz. 180
Trigger pull: oz. 1.7 – 4.2

21 (ft.-lb.) 28.5 (ft.-lb.)
300 200

Shot capacity:
(Start Pressure (Start Pressure

4350 psi.) 4350 psi.)
150 100

(Start Pressure (Start Pressure
2900 psi.) 2900 psi.)

V0 (Bulletweight 10.5 g): ft/s. ~720 ~835
System Pressure: psi. 1160 1450
Pressure Area of the Tank: psi. 4350 – 1160 4350 – 1450

FIELD TARGET AIRGUN 

LG300 DOMINATOR

With 260 m per second against steel silhouttes. The LG300

Dominator – WALTHER’s new “high powered air rifle” –

doesn’t give the steel silhouettes any chance. Maximum 

precision at 50 m is guaranteed with the adjustments 

available on the rifle for the Field Target marksman. The

LG300 Dominator is the first “Out of the box” Field Target 

Air Rifle, which fulfills all Top marksman’s requirements.

Especially the high shot capacity of 300 shots with 16 joule

and 200 shots with 21 joule offers unexpected possibilities. 

WALTHER rifle-scope 10-40x56 reticle no. 15.
Can be specially adjusted for the requirements
of each marksman. The parallax adjustment
from 10 to 50 m, target knobs, as well as rapid
adjustment of windage and elevation.

Mounting of scope: Special mounting for the
LG300 with a size of 30 mm. Robust holding
due to an extreme long dove tail.

Quick Fill-adapter with filling tube and Quick Fill
compressed air cylinder (without manometer); for
filling up the compressed air cylinder on the spot.

Art.-no. ??? compressed air cylinder with 
Quick Fill-adapter 300bar

Art.-no. ??? filling tube with Quick Fill-adapter 
and ventilation (testing and resarch 
laboratory)

Accessories for Field Target Airgun LG300 Dominator
Aluminium stock 16 joule and 21 joule
Laminated stock 16 joule and 21 joule
Forend Raising Block laminated wood black/grey
rifle scope sunshade 80 mm and 120 mm
EAW mounting of scope (30 mm)
WALTHER rifle scope 10-40x56
Compressed air cylinder for Quick Fill-adapter
Filling tube 300bar with Quick Fill-adapter

A  M E M B E R  O F  T H E
U M A R EX  G R O U P

Carl Walther GmbH Sportwaffen
Service / Engineering   
P.O.Box 43 25, D-89033 Ulm
Tel.: +49 7 31/15 39-0
Fax: +49 7 31/15 39-170

Carl Walther GmbH Sportwaffen
Sales / Distribution
P.O.Box 27 40, D-59717 Arnsberg 
Tel.: +49 29 32/6 38-100
Fax: +49 29 32/6 38-149
email: sales@carl-walther.de
www.carl-walther.de

WITH ALUMINIUM STOCK

WITH LAMINATED WOOD STOCK
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